EN 50618 H1Z272-K 62930 IEC 131 1x4.0mm? SOLAR CABLE

HH% (Specifications)

' EN50618 H1Z2222-K 1x4.0mm*® ‘ l ]

1 K (Cross Section Diagram)

A MERE (Electrical Characteristics
1) #iE R (Rated voltage) : 1500V DC

2) FE R (Rated current) : 50A

3) I K SARIRSE (Max. conductor temperature) :

+120°C
P 4) TAE¥EE (Ambient t ture) :
X Jacket : XLPE (black/red) fF3%5E (Anbient temperature 404900
J.// / - \\‘ \ Insulation:XLPE (white) 5) I K F4AHFHE (Conductor Resistance(max.)) :
L ' | 4. 0mm? :5. 09 Q /km@20°C
"\ ."'-\ %., 7] ~Conductor: Copper, Tin plated 6) 4k imE (Dielectric Strength(AC)) :
NN _,,/ / 6.5 KV/BMin.
\\ _// ¥ 74y (Expected period of use ) :
T =25 years
45 (Construction) YR FE (Physical Characteristics)
544k (Conductor) #i2% (Insulation) 1% (Jacket) 1) FEMRBE (Flame test) : 1EC60332-1-2
kLK 2) MR E (Smoke density) : TEC61034-2
LLRs) Wire FREZ B JER G JE Hiz
Type | struct |Conductor | Thickness [Diameter [ Thickness | Diameter 3) i (Halogen free): 1EC62821-1
(= diameter (mm) (mm) (mm) (mm)
0.008) 4) i 45 (0zone resistance): TEC60811-403
4. Omm® |56/0. 285 2.5 0.7 4.040.2 0.8 5.640.2 5) it (0i1 resistance): EN60811
: 6) PLLEH (UV resistant): IEC60811-501
El =~ (Marking)

EN 50618 H1Z2Z72-K 62930 IEC 131 HALOGEN FREE LOW SMOKE
1x4mm2 DONGGUAN SLOCABLE SOLAR CABLE www. slocable. com. cn

£4E (Remark) :

Pt B (Product Description)
* Tinned copper stranded wire
e XLPE insulation, white color
e XLPE Jacket, black/red

e (Reference Standard)
« EN 50618:2014

« JEC 62930
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